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AIRLEADER MASTER module

Optical fiber (LWL) route

AIRLEADER compressor or connection module

@@

TD-A RD-A

ettings:

S
@ @ 9.6kBit/s, 11Bit, NORM

See instructions
TD-B RD-B 4he FO modules

Phoenix Contact fibre-optic converters
PSI-MOS-RS485W2/FO 660 E (item 2708313):
end device with one fibre-optic port for a single link.

Einstellung:

@ @ @ 9,6kBit/s, 11Bit,
Siehe Anleitiina

TD-A RD-A TD-B RD-B of the FO modules

NORM

Redss e hiyoe | | PSI-MOS-RS485W2/FO 660 T (item 2708300): RS485 o o aavic
D+ D- o + - repeater with two fibre-optic ports for a bus line D+ D- o + -
®|® ®|® ®|®| with several branches. ®|®| ®|® ®|®|
— — — F-SMA bayonet connectors; transmission distance — — —
up to approximately 800 m, depending on fibre type.
RS 485
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RS 485 24V =DC
Termination resistor
(alternatively more
RS485 modules)
ele[e]e[e]e)] AR G
PE d+ d- |PEd+ o- D+ D- D D- 24 24 - AO
COM -1 |COM-3 AIRLEADER RS485 connection module
For distances up to 4.2 km, use
PSI-MOS-RS485W2/FO 850 T or 850 E S - Fault
with B-FOC (ST) connectors. M - motor running
COM-2|COM-4 The fibre-optic link functionally replaces B - Ready |_ |_
PE d+ d- |PE d+ d- a conventional RS485 link. + S MB C NONC C NONC
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Date Name Designation Sheet
. . WF STEUERUNGSTECHNIK GMBH drawn 20-06-2008 NK AIRLEADER RS485 bus transmission via 1
Zeppelinstrasse 7-9 changed LWL FO fiber optic cable (LWL)
75446 Wiernsheim changed o




